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ELS/ELR  JCR16V-50W
1000323

Watts	 50W
Volts	 16V
Color Temp	 3100K
Average Life	 650Hrs
Reflector Type	 Specular
Filament 	 CC-6
Burn Position	 Horiz
Base	 GX7.9 

DATAGRAPHIX
14A; 14B

Diameter (A)	 44.5mm	MOL 
(B)	 40.6mm
Working Distance	 205mm
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AGFA GEVAERT
C66

EFR  JCR15V-150W
1000272

Watts	 150W
Volts	 15V
Color Temp	 3400K
Average Life	 50Hrs
Reflector Type	 Specular
Filament 	 C-8
Burn Position	 BD/Hor
Base	 GZ6.35

Diameter (A)	 50mm	
MOL (B)	 42mm
Working Distance	 32mm

GZ6.35

B WDA

F
ilm

P
la

ne

BA

GX5.3 GY5.3

B WDA

F
ilm

P
la

ne

BA

WD

7.92

C

F
ilm

P
la

ne

GX7.9

WD

F
ilm

P
la

ne

MR-16 Reflector - GZ6.35

AGFA GEVAERT
C66

EFP  JCR12V-100W
1000271

Watts	 100W
Volts	 12V
Color Temp	 3400K
Average Life	 50Hrs
Reflector Type	 Specular
Filament 	 C-6
Burn Position	 BD/Hor
Base	 GZ6.35

Diameter (A)	 50mm	
MOL (B)	 42mm
Working Distance	 32mm
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EFN  JCR12V-75W
1000270

Watts	 75W
Volts	 12V
Color Temp	 3400K
Average Life	 50Hrs
Reflector Type	 Specular
Filament 	 C-6
Burn Position	 BD/Hor
Base	 GZ6.35

SCREEN USA (DS AMERICA)

Diameter (A)	 50mm	
MOL (B)	 42mm
Working Distance	 32mm
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MR-14 Reflector - GX7.9
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