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Thank you for purchasing the Midori™ fiber optic illuminator which utilizes state-
of-the-art solid-state illumination technology. The light source is a high output, 
efficient, compact and lightweight fiber optic light source for industrial spot curing 
applications where space is a premium. The ULB-50sc spot cure series fiber 
illuminators utilize eco-friendly solid state LED lighting technology, exhibit instant-
on and electronic intensity dimming capability with long operating lifetime. User 
interface allows either intensity or constant UV output power modes. The unit can 
be controlled using a footswitch or user supplied external switching device, through 
the built in touchscreen control, or an external PC via the USB connector on the 
rear panel. The Midori ULB-50sc LED fiber illuminators is specifically designed 
for Lumatec-D style fiber adapter and is available in either 365nm or 405nm LED 
emitters.  The ULB-50sc accepts 12V DC input voltage for portable battery operation 
as well. Please read this operating manual in its entirety before using this product.

PREFACE

TABLE OF  
CONTENTS
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Caution: Consult 
Accompanying 
Documentation

Caution: Hot Surface

Caution Hazard Warning

UV
UV Light Warning

+49°C

-20°C

Transport Temperature

Storage Humidity Direct Current

Alternating Current
Do Not Immerse in Any 
Liquid

Manufacturer

Do not dispose of this product as unsorted municipal waste. 
Prepare this product for reuse or separate collection as specified 
by Directive 2002/96/EC of the European Parliament and the 
Council of the European Union on Waste Electronic and Electrical 
Equipment (WEEE). If this product is contaminated, this directive 
does not apply.

INTRODUCTION

1.1  SYSTEM SYMBOL DESCRIPTIONS

SECTION 1
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WARNING /  
MISE EN GARDE

There are no user serviceable or replacement 
parts. Do not attempt to dismantle box or remove 
top cover. / Aucune pièce ne peut être réparée 
ou remplacée par l’utilisateur. Ne pas essayer de 
démonter la boîte ou de retirer le couvercle du 
dessus.

WARNING /  
MISE EN GARDE

Only qualified personnel should make electrical 
inspections and repair of the LED Light Source. 
/ Seul le personnel qualifié doit effectuer les 
vérifications électriques et les réparations de cette 
source de lumière à DEL.

UV

WARNING /  
MISE EN GARDE

UV light is emitted from this product, Avoid eye and 
skin exposure to unshielded product. High intensity 
light at the front of the LED Light Source and at 
the tip of the fiber-optic bundle will create high 
temperatures and UV light. To minimize the risk of 
injury, avoid direct viewing or contact. / L’ultraviolet 
(UV) est émitté par ce produit. Evite le contact avec 
les yeux ou la peau. La lampe à haute intensitée, 
située sur le devant de la source de lumière à DEL 
et sur le bout du faisceau de fibres optiques, va 
générer beaucoup de chaleur et une lumière vive. 
Afin de réduire les risques de blessures, éviter de 
toucher l’appareil ou d’exposer directement l’oeil à 
la lumière de la lampe.”

UV

WARNING /  
MISE EN GARDE

To prevent temporary blinding and contact with 
heated parts, always plug the fiber optic bundle 
into the LED Light Source before turning the power 
on. / Pour éviter tout aveuglement temporaire 
ou contact avec les pièces chauffées, toujours 
brancher le faisceau de fibres optiques dans la 
source de lumière à DEL avant la mise en marche.

UV

WARNING /  
MISE EN GARDE

Do not use the LED Light Source directly in 
medical applications. / Ne pas utiliser une source 
de lumière à DEL directe à des fins médicales.

WARNING /  
MISE EN GARDE

Unit MAY BE HOT. Allow to cool before handling. / 
L’appareil PEUT ÊTRE CHAUD. Il est important de 
le laisser refroidir avant d’y toucher.

1.2  WARNINGS AND PRECAUTIONS /  
MISES EN GARDE ET PRÉCAUTIONS
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CAUTION /
AVERTISSEMENT

Preferred operation is in the horizontal position. 
Other operating orientations are permitted. 
/ L’appareil fonctionne de façon optimale à 
l’horizontale. Les autres orientations sont 
permises.

CAUTION /
AVERTISSEMENT

Any changes or modifications made to this device 
that are not expressly approved by manufacturer 
may void the user’s authority to operate the 
equipment. / Toute modification apportée à cet 
appareil et non expressément approuvée par 
le fabricant peut priver l’utilisateur de son droit 
d’usage.

CAUTION /
AVERTISSEMENT

PROVIDE ADEQUATE VENTILATION TO 
PREVENT OVER HEATING. Do not drape this 
light source. Provide a 1.5 inch (3.8 cm) distance 
between LED Light Source and any solid objects. / 
ASSURER UNE VENTILATION ADÉQUATE AFIN 
D’ÉVITER LA SURCHAUFFE DE L’APPAREIL. Ne 
pas couvrir la source de lumière. Laisser au moins 
3,8 cm (1,5 po) de distance entre la source de 
lumière à DEL et tout objet.

CAUTION /
AVERTISSEMENT

DO NOT IMMERSE or store liquids above or on 
the LED Light Source. / NE PAS IMMERGER la 
source de lumière à DEL dans des liquides ou 
placer des liquides audessus de celle-ci.

CAUTION /
AVERTISSEMENT

Do not operate device without the cover in place. 
/ Ne pas faire fonctionner l’appareil sans son 
couvercle.

CAUTION /
AVERTISSEMENT

DO NOT obstruct the airway paths for sufficient 
cooling is required. / NE PAS obstruer les voies 
d’aération afin de permettre le refroidissement 
adéquat de l’appareil.

CAUTION /
AVERTISSEMENT

Protection provided by the equipment maybe 
impaired if not used in accordance with the 
manufacture recommendations. / La protection 
assurée par l’équipement risque d’être altérée 
si l’appareil n’est pas utilisé conformément aux 
recommandations du fabricant.
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Figure 1. Back View

Figure 2. Fiber-Optic Bundle

Figure 3. Front View Figure 4. Bottom View

2.1  SYSTEM DESCRIPTIONS

SYSTEM DESCRIPTION AND 
OPERATION

1.	 The light source power switch should be in the OFF position. Plug the external 
12vdc power supply into the 12vdc connector. Refer to figure 1.

2.	 Plug the external power supply cord into AC receptacle main power.

3.	 Plug the fiber-optic bundle into the light port and connect the opposite end to 
the equipment being used. Refer to figure 2.

4.	 Turn the power switch to the ON position. Refer to figure 3.

5.	 Follow the instructions under Touchscreen Operation on page 8 to set the 
desired UV output level.

6.	 Turn unit OFF when not in use. Refer to figure 3.

7.	 This unit is equipped with a fiber sense interlock feature. The device will not 
emit light unless fiber cable is completely inserted into the front adapter. Please 
ensure fiber cable is fully seated into light port.

8.	 To ensure consistent UV output use a 3/32” hex wrench and tighten the set 
screw shown in figure 4 onto the light guide.

Power Switch

Caution: Hot Surface - Light guide 
ferrule may be hot when removed. 
Do not touch. Allow to cool.

12vdc Power Plug

Light Port

Set Screw

SECTION 2



Operating Manualwww.ushio.com 7

1.	 Do not obstruct air flow paths. This device is designed to have proper forced air 
cooling paths to maintain thermal stable operation.

2.	 Place in an area that provides adequate ventilation to prevent unit from 
overheating. Do not drape the LED Light Source with cloth or objects restricting 
airflow.

3.	 Airflow outlets are shown in below red arrow graphics.

Figure 5. Cooling and Air Flow Paths
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After the logo displays for 3 seconds, the operator menu appears. The 405nm 
version of the logo screen is shown below.

Upon startup, the Ushio logo briefly appears, as well as a subtitle “UV 365nm” or 
“UVV 405nm” identifying the wavelength of the LED.

Touchscreen Operation

2.2  TOUCHSCREEN CONTROL
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The operator menu is intended for most usage. It displays the currently selected 
on-time for the LED, as well as the intensity.

Pressing the Start button turns on the UV output. While the UV is on, a slider  
beneath that button gradually fills, and the Start button is replaced with a Stop 
button that turns off the output. This is pictured below.

The user can also turn the output on or off by pressing an attached footswitch.

The gear icon in the upper right corner will allow the user to edit their settings, after 
entering a password (if Password Lock is enabled).
 
A warning will appear if a fiber isn’t detected and the UV output will be disabled.

Operator Menu
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The operator menu can change significantly based on a user’s settings.

The two text boxes describe the on-time and the intensity settings. The on time  
describes how long the UV LED will be on after pressing the Start button. The  
second textbox reads either Current or Intensity, and is used to describe how much 
power will be supplied to the LED.

The text box at the bottom describes the current UV measurement. This will only 
appear if the device is in Intensity Mode. In intensity mode, the UV output is 
maintained using a PID loop. The measured UV output is shown at the bottom of 
the screen as a percentage of the maximum output by default. This value can be 
shown in watts or watts/cm2 instead based on the user’s settings.

By default, this device operates in Timer Control Mode. In this mode, the output 
can be turned on or off by pressing a footswitch or the “Start” button on the  
operator menu. The LED stays on for a set amount of time.

The user can instead set the device to External Control Mode. In this mode, the 
operator menu is modified, as shown below. Instead of turning on the UV LED for a 
set amount of time after a button press, the UV LED stays on as long as the user is 
holding down a pedal or a PLC input is received. In this mode, the Start/Stop button 
on the touchscreen is removed.

Operator Menu Advanced Information
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In order to change settings, a password must be entered if the “Password Lock” 
setting is enabled. By default, this setting is disabled.

If the user enters the wrong password, a warning reading “Invalid Password” will 
appear for 2 seconds. Tapping the screen removes the error message immediately.

The password is 87446 (“Ushio” on a phone keypad). If the user enters the  
correct password, they will be sent to the settings menu.

Password Entry
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This menu shows the current settings. Each of these green boxes is a button that 
the user can press to edit that setting.

The On Time shows how long an LED will be turned on for after pressing the Start 
button or a pedal. Press this to go to the Time Menu.

The second button describes either the Current or the Intensity (depending on the 
user’s settings). Press this to go to the Intensity Menu.

The button labeled “Calibrate” goes to the Calibration Menu, where the user can 
calibrate their device.

The button labeled with a flag goes to the Language Menu, where the user can 
change the language of the device. The flag indicates which language is selected.

The next button goes to the Control Mode Menu, where the user can select what 
method is used to set the duration of the output.

The button labeled “Password” goes to the Password Menu, where the user can 
enable a password lock onto the device’s settings.

The button labeled “Return” goes back to the Operator Menu.

Settings Menu
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This menu is used to edit how long the LED will be turned on for after the Start 
button or an external pedal is pressed. By default, this value is 10 seconds.

The user can use the number pad to type in an amount in seconds.

If a value is outside of the valid range (1-600 seconds), an error message will  
appear for 2 seconds. Tapping the screen removes this error message immediately.
 
Press “Exit” to return to the Settings Menu.

Time Menu
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This menu is used to control how much UV output power is supplied.

By default, the device uses Intensity Mode. In this mode, the user can type in 
percentage current supplied to the LED, from 0% to 100% output intensity. Values 
outside of this range are invalid, and the user will be shown an error message.

The user can activate a Constant Power Mode by pressing the mode button. 
In this mode, the output is controlled by a PID feedback loop. The UV output is  
continuously measured and the current to the UV LED is raised or lowered to 
maintain a constant power output. The user can choose the desired constant  
output by referencing menu guidelines.

By default, this intensity setpoint is chosen as a percentage of the maximum  
possible measurement. For instance, if the user chooses 80% as their intensity 
setpoint, the spot cure unit will attempt to maintain 80% of its maximum UV output.

Alternatively, the user can enter custom calibration settings from the Manual  
Calibration Menu. They can enter their own maximum setpoint measurement, and 
they can choose their own unit of measurement – either watts or watts per cm2. 

Attempting to select an intensity setpoint over the maximum will result in an error 
being displayed briefly on screen. This maximum is either 100% or the user’s 
calibration setpoint. The decimal button is only available in Intensity Mode due to 
resolution in Current Mode is increments of 1%. The Mode button is used to switch 
between Current Mode and Intensity Mode. The Exit button is used to return to the 
Settings Menu.

Intensity Menu



Operating Manualwww.ushio.com 15

The purpose of this menu is to calibrate the UV sensor in order to ensure that the 
device maintains a correct constant output in Intensity Mode.

The first way to perform this task is to press the Auto Calibrate button. Pressing 
this button begins Automatic Calibration.

Calibration Menu

The user will be prompted to press the Start button. This will turn on the UV 
output automatically for about 5 seconds. During this time, a message reading 
“Calibrating…” will appear, followed by one reading “Calibration Complete!” once 
the 5 second timer has run out.

The measured UV output during this time will be treated as the 100% maximum 
output from now on. This measurement occurs when outputting 90% current, in 
order to guarantee that the device has some overhead to increase the current 
as the LED heats up. Doing an auto-calibration automatically sets the unit of  
measurement to a percentage instead of a value in watts or w/cm2.
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While the user is on this menu, the UV output is permanently turned on. This  
allows the user to perform a measurement with any measurement device. The user 
can type in the measured value using this screen. The Unit button lets the user 
toggle through several units of measurement. These units are Percent, Watts, and 
Watts/cm2.

When Percent is selected, the number buttons disappear and the setpoint is  
always treated as 100% instead of a user-entered value.

Just like the auto-calibration method, the LED current is limited to 90% of its 
maximum value on this page in order to give room to increase the current as the 
LED heats up, in order to maintain a constant output over time. The measured UV 
output on the operator menu will use the selected unit of measurement.

Manual Calibration
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Language Settings Menu

This menu allows the user to change the language used by the device. There are 
four languages available – English, German, Japanese, and Chinese.

The selected language is displayed at the top of the menu.

Pressing one of the buttons labeled with a flag changes the device language 
accordingly.

Pressing the “Exit” button opens the Settings Menu.

The flag on the Settings Menu will display the selected language.

English Menu German Menu

Japanese Menu Chinese Menu
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The device operates in two control modes – Timer Control and External Control. 
Timer Control Mode is the default setting. In this mode, pressing the start button 
on the operator menu or pressing an attached footswitch will turn on the UV output 
for a set amount of time. Pressing the pedal/start button while the UV output is 
active turns off the output immediately.

External Control Mode disables the operator menu start button. Instead, the 
UV output is exclusively controlled by holding down an attached footswitch or 
PLC input. Holding down the pedal turns on the output, and releasing the pedal  
immediately turns it off.

Control Mode Menu
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This device’s settings can be locked behind a password. By default, this feature is 
disabled, but it can be enabled or disabled on this page.

When the password lock is on, pressing the gear icon on the operator menu will 
send the user to the Password Entry page.  When the lock is off, the gear icon 
sends the user directly to the Settings page.

Pressing the Exit button returns to the Settings page.

Password Menu



Midori™ ULB-50sc www.ushio.com20

When the UV output is enabled on the operator menu, the device performs a check 
to determine if the fiber isn’t fully inserted. If the fiber isn’t fully inserted, this warning 
appears and the UV is turned off.

Pressing Continue returns to the operator menu.

If the fiber is removed, a warning appears, blocking the Continue button. This 
warning reads “Insert Fiber to Continue”.

Fiber Insertion Warning
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A USB Connection can be found on the rear panel of the unit.  Refer to figure 6.
At the time of publishing, there is currently no user functionality associated with 
this connection.

USB Functionality

Figure 6. 

USB Connection

The ULB50sc supports a number of serial commands through the USB connector.

USB Communication

Use the following serial port settings for communication:

Baud Rate 9600

Data Bits 8

Parity None

Stop Bits 1 Bit

Flow Control None

Commands follow a different format based on whether they are Read Commands 
or Write Commands.
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Read commands are used to request data from the device. These commands do 
not change settings.

All read commands take the form of a single command letter followed by the letter 
R. The command is terminated with a line feed character.

The device will respond with the command letter followed by a space followed by 
the requested value.

For example, to request the device on-off status, send “OR” followed by a line feed 
character. The device will respond with either “O 0” or “O 1” depending on whether 
the output is off or on.

Read Commands

Write commands are used to change device settings.

All write commands take the form of a command letter followed by the letter W and 
a space. After the space, a numerical parameter should be entered (depending 
on the command in question). Finally, the command is terminated with a line feed 
character.

The device will respond by sending back the updated setting.

For example, to change the device on-off status and turn the light output on, send 
“OW 1” followed by a line feed character. The letter O is the command letter for the 
on-off status and the number 1 is the parameter used to turn the unit on. The device 
will typically respond with “O 1” indicating that the light output has turned on. 

If a parameter is out of range, the setting will not be changed.

Write Commands

Commands List

Command 
Letter

Function Read or Write 
Supported

Valid Range Notes

O On-Off State R/W Either 0 (off) or 1 
(on)

This value can only be changed in 
Timer Control Mode. In External 
Control Mode, where the on-off 
state is exclusively controlled by 
the footswitch, this value cannot 
be written.

U UV Sensor 
Measurement

Read Only This value represents the UV 
sensor measurement. It will be 
either a percentage or a wattage 
based on the selected Unit of 
Measurement (chosen on the 
calibration menu). This value is 
only accurate in Intensity Mode 
that has been calibrated.
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Command 
Letter

Function Read or Write 
Supported

Valid Range Notes

S Setpoint R/W Either 0.0-100.0 (if 
unit of measurement 
is a percentage) or 
between 0.0 and the 
calibration setting (if 
unit of measurement 
is W or W/cm2).

This represents the UV 
measurement setpoint, used 
exclusively in Intensity Mode (not 
Current Mode). This setpoint can 
range between 0% and 100% if the 
selected unit of measurement is 
percentage or otherwise between 
0.0 and the calibration setting.

I Current R/W 0-100 This represents the LED current 
percentage setting. This is only 
used in Current Mode (not 
Intensity Mode).

T Time R/W 0.1-600.0 This sets the light output duration 
used in Timer Control Mode.

M Mode R/W Either 0 (Current 
Mode) or 1 (Intensity 
Mode)

This is used to switch between 
using constant current (Current 
Mode) or constant optical power 
(Intensity Mode). Note that 
changing between modes may 
require an autocalibration.

C Calibration 
Setting

R/W 0.0-1000.0 During Manual Calibration, the 
user can measure the UV output 
and enter their measurement on 
the display. This measurement 
represents the maximum setpoint 
that will be used in Intensity Mode. 
This command allows reading or 
writing this calibration setting.

N Unit of 
Measurement

R/W Either 0 
(Percentage), 1 
(Watts), or 2 (W/cm2)

This is used in Intensity Mode to 
determine the unit of measurement 
used for the setpoint.

? Status Read Only This command responds with the 
format “? # # #” where each of the 
three # values will be either 0 or 1.

First Value: Overall Status
0: There is a problem preventing 

the LED from being enabled, 
such as excess LED 
temperature.

1: The LED can be safely enabled.

Second Value: Fiber Status
0: There is no fiber detected. This 

disables LED output.
 1: The fiber is detected.

Third Value: Temperature Status
0: The LED is at an unsafe 

temperature. Light output is 
disabled.

1: The LED is at a safe 
temperature.
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2.3  SPECIFICATIONS

Dimensions

Length: 179mm (7.1”)

Width: 118mm (4.6”)

Height: 84mm (3.3”)

Weight: 0.45 kg (1.0 lbs)

Illumination Source

Type: LED Custom Module

Wavelength: 365-370nm Peak

Power: 50 Watts UV

Average LED Life*: 10,000+ Hours

Electrical

External Power Supply Ratings:

Input: 100 - 240V~, 50/60 Hz, 1.4A max

Output: +12V , 5.0A

Recommended PS: UAI Part: 1005321 UPS-05

ULB-50sc Power Ratings:

Voltage: +12V DC; 14V DC max

Current: 5.0 amp

Battery: Ushio America, Inc. recommends 
using an UR (or other recognized 
testing laboratory) recognized battery 
rated at 12V/8Ah  or equivalent with a 
minimum 5.0 amp current limit rating.

Mechanical Dimensions

* Based on LED manufacturer rated wattage and thermal operation.
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Environment

Operating Temperature: 41° F to 104° F (5° C to 40° C)

Humidity: 0 to 95% rh (Non-Condensing)

Storage Temperature: -10° F to 140° F (-20° C to 60° C)

Humidity: 30 to 75% rh

Atmospheric Pressure: 700 hpa to 1060 hpa

Mode of Operation: Continuous

Safety System Classification: Class II

System Pollution Degree: 2

Installation Category: II
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Order Code Product ID Description

Models

1005108 ULB-50sc1 50W LED Spot Cure 365nm LS; LumD

1005109 ULB-50sc2 50W LED Spot Cure 405nm LS; LumD

1005208 ULB-50sc3 50W LED Spot Cure 365nm LS; LumD#

Accessories

1005321 UPS-05 Universal PS w/Locking Nut

1003881 UPC-US US Power Cord; EN60320-C7

1003880 UPC-EU EU Power Cord EN60320-C7

1003882 UPC-UK UK Power Cord EN60320-C7

1004095 UPC-AU AU Power Cord; EN60320-C7

5003217 UAC-04 Lumatec-D LLG, 5mm x 1m

5003301 UAC-05 Collimating Optic; 5mm

T174-9000 Midori ULB-50SC User Manual

2.4  PRODUCT ORDERING INFORMATION
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CARE AND MAINTENANCE

1.	 Turn the LED Light Source off and unplug the power cord from 
both the wall outlet and the rear of the unit.

2.	 Wipe the external surfaces clean with a cloth dampened with 
mild soap and water. DO NOT IMMERSE.

3.	 Wipe the power cords clean with a cloth dampened with mild 
soap and water. DO NOT IMMERSE. DO NOT RECONNECT 
WET.

4.	 DO NOT plug the power source into a wall outlet until it is  
thoroughly dry.

5.	 It is recommended to periodically clean the reflective optical 
surface near the LED. Please use a soft cotton Q-tip dipped 
in Isopropyl Alcohol and wipe the reflective optic surfaces and 
allow to thoroughly dry prior to use.

SECTION 3
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TROUBLESHOOTING

1.	 Turn OFF light source by switching the front power switch to the off position. 

2.	 Completely disconnect power supply from both light source and mains (power 
plug into AC outlet).

3.	 Wait for ~5 seconds until power supply discharges as observed on the power 
supply LED indicator will turn off.

4.	 Reconnect power supply to both AC to main voltage and DC connector to light 
source.

5.	 Turn ON light source by switching the front power switch to on.

6.	 Insert fiber cable completely to deactivate fiber sense interlock.

7.	 Follow the instruction for the interface panel and begin operating the light box 
again.

In the event the unit stops functioning, try the following steps to operate light 
source. The power supply exhibits internal protection circuitry for user safety  
precautions and will shut down during certain instances. This equipment has been 
tested to ESD conditions according IEC 61326-1 and performs to performance 
criterion C. This means, that under certain conditions the overvoltage protection 
of the power supply may turn the power supply output and the unit off to prevent 
damage to the unit. In such case the power supply must be disconnected from 
main power to reset this fault condition. In the event the unit suddenly turns off, 
turn the unit off. Unplug the power supply from mains voltage (120V/ 230V). Wait 
~5 seconds and plug the power supply back into mains voltage. Turn the unit on.

Repair

For repair information, please contact Customer Service at:

Telephone: +1.714.236.8600
Email: customerservice@ushio.com
Address: 5440 Cerritos Ave., Cypress, CA 90630

SECTION 4
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Ushio America, Inc. warrants the LED Light Source, when new, to be free of defects 
in material and workmanship and to perform in accordance with the manufacturer’s 
specifications when subject to normal use and service for a period of two years 
from the date of purchase from Ushio America or an authorized agent. Ushio 
America will either repair or replace any components found to be defective or at 
variance from the manufacturer’s specifications within this time at no cost to the 
customer. It shall be the purchaser’s responsibility to return the instrument to the 
authorized distributor, agent, or service representative.

This limited warranty does not cover the breakage or failure due to tampering, 
misuse, neglect, accidents, improper installation, modification, shipping, or to 
improper maintenance, service, and cleaning procedures. This limited warranty 
is also void if the instrument is not used in accordance with the manufacturer’s 
recommendations or if required service is performed by anyone other than Ushio 
America or an authorized agent. The purchase date determines limited warranty 
requirements. No other express or implied limited warranty is given.

LIMITED WARRANTY
SECTION 5
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AGENCY APPROVALS

3128839

Conforms to UL Std 61010-1

Certified to CSA Std C22.2 No. 61010-1

The UKCA mark on this product indicates that is have been tested to 
and conforms to the provisions noted within the following directives:

Electromagnetic Compatibility Regulations 2016

General Product Safety Regulations 2005

The Restriction of the Use of Certain Hazardous Substances in 
Electrical and Electronic Equipment Regulations 2012

The CE mark on this product indicates that it has been tested to 
and conforms to the provisions noted within the following directives:

General Product Safety Directive: 2001/95/EC

EMC: 2014/30/EU

In accordance with the following standards:

IEC/EN 61010 EN 61010-1

IEC/EN 61326-1 IEC/EN 61000 3-2

IEC/EN 61000 3-3 IEC/EN 63000

IEC/EN 62471 - LED Photobiological safety lamp standard, 
categorized as Risk Group 3 (High-Risk)

European and UK

RoHS3 - EU Directive 2011/65 /EU amended to 2015/863/EU

- UK Regulation 2012 (SI 2012/3032)  
amended SI 2020/1647

WEEE - To be recycled (as per applicable Country regulations)
www.lamprecycle.org

Environmental Compliances
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MANUFACTURE CONTACT  
INFORMATION

Manufactured and Serviced by: Ushio America, Inc.	
5440 Cerritos Ave.	
Cypress, CA 90630 USA

Telephone: +1.714.236.8600

Fax: +1.714.229.3180

Toll-Free Number: +1.800.838.7446

Email: customerservice@ushio.com

Website: www.ushio.com
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