
•	 Rated Current: 300 (mA dc)

•	 Continuous UV Output

•	 Output Variation (After 30 min. Lighting Lamp)
•	 Drift: ±0.5%/h
•	 Fluctuation: 0.1% P-P

•	 Long Life: Up to 2,000 Hours

OPERATING CHARACTERISTICSDeuterium lamps are widely used for analytical instruments such 

as Spectrophotometers, High performance liquid chromatography 

(HPLC), and Atomic absorption spectrophotometers (background 

correction) as a light source of continuous ultraviolet spectrum. 

And also, D2 lamps are used for semiconductor's film thickness 

measurement.

Interchangeable Deuterium Lamps

D2 LampsD2 Lamps
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Appearance and Dimensions

• Uniform transparency because of flat window.
• Intensity is hard to decrease because window is hard to get dirty.
• Easy to detach the lamp.

Nose Type (Synthetic Quartz) Straight Type (UV Glass)

ø28±1

21

6

6.4

70
±2

68
±2

16
0±

5 
7 

M
AXø30±1

ø1
5

45
±2

21

6

6.4

70
±2

16
0±

5 

15 MAX 7 
M

AX

Electrode Structure 

General Purpose

Anode

Hot-Cathode

Bulb

Electrode
Housing

Window

Optical Axis

Aperture
(Slit)

See-Through

Anode

Slit

Hot-Cathode

Bulb

Electrode
Housing

Window

Optical Axis

Aperture
(Slit)

APPEARANCE AND DIMENSIONS

Appearance and Dimensions

• Uniform transparency because of flat window.
• Intensity is hard to decrease because window is hard to get dirty.
• Easy to detach the lamp.

Nose Type (Synthetic Quartz) Straight Type (UV Glass)

ø28±1

21

6

6.4

70
±2

68
±2

16
0±

5 
7 

M
AXø30±1

ø1
5

45
±2

21

6

6.4

70
±2

16
0±

5 

15 MAX 7 
M

AX

Electrode Structure 

General Purpose

Anode

Hot-Cathode

Bulb

Electrode
Housing

Window

Optical Axis

Aperture
(Slit)

See-Through

Anode

Slit

Hot-Cathode

Bulb

Electrode
Housing

Window

Optical Axis

Aperture
(Slit)

ELECTRODE STRUCTURE

•	 Uniform transparency because of flat window.
•	 Intensity is hard to decrease because window is hard to get dirty.
•	 Easy to detach the lamp.

https://www.ushio.com/product/d2-interchangeable-deuterium-lamps/
https://www.ushio.com/


SPECIFICATIONS

Ushio Order Code D2 Deuterium Lamp Compatibility List

Item Number Product ID Original Lamp 
Part Number Instrument Model Number Instrument 

Type
Instrument

Manufacturers

— S6641S 062-65063-01 AA-6400~6800
AA

Shimadzu

—
S6601S

062-65055-05 AA-6200~6300

— 062-65055-05 UV-1200~3600 UV

9103181 A3611S 228-37401-00 LC2010

LC
9103130 A6211S-30 228-55626-00 LC2030

9103180 A6211S 228-34016-02 SPD10, SPD20

— 6601S 062-65056-03 SPD6, SPD7

— S6601J 5330-0094C V500, V600, V700 series UV
JASCO

9103182 A6611AJ 5330-0091 UV-2075 LC

— A6211W WAT052586 2996, 996 LC
Waters

9103132 A6611W WAS081142 2487, 2488

9103131 A3611A

5181-1530

DAD

1100/1200

LC Agilent

2140-0590 G1315A/B

2140-0820 G1315C/D
MWD

G1365C/D

2140-0813 G1315A/B G1365A/B

— A3611AM 5190-0917 1290

9103133 A6611A G1314-60100 VWD

Instrument Type: AA: Atomic Absorption UV: UV-VIS Spectrophotometer LC: High Performance Liquid Chromatography

Please contact your sales representative for unit pricing and the availability of other lamp types upon request.

Item# 9103130

Item# 9103132 Item# 9103131 Item# 9103133

SPECTRAL CHARACTERISTICS:
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